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E2     Screen Direct Photo Emulsion  

 

1. General Information 

 

E 2 is a fast-exposure emulsion for making of photo-stencils of screen printing.  
E 2 has high definition and resolution. 
E 2 has a good flow-out and high build to ensure excellent mesh bridging with fewer coats. 
 

2. Technical and Application Data 

 

E2 set consist the following three materials. (1 kg, 5 kgs package) 

 

  1 kg package 5 kg package 

1. Emulsion Liquid, 0.9 kg  Liquid, 4.5 kg  

2. Sensitizer Powder, in a 100 ml poly bottle Powder, in a 250 ml poly bottle 

3. Dye Liquid, in a 10 ml poly bottle Liquid, in a 30 ml poly bottle 

 Water Add 100 ml of water for dissolving 

Sensitizer 

Add 500 ml of water for dissolving  

Sensitizer (250 ml * 2) 

 Total 1 kg of emulsion 5 kg of emulsion 

 

Preparations: Handle E2 under subdued light conditions.  

1. Add water into the sensitizer bottle and mix well to dissolve the sensitizer. 100 ml for 1 kg package and 

500 ml for 5 kg package (250 ml * 2 bottles) are suitable. 

2. Pour the sensitizer solution into E 2 emulsion and mix them completely. 

3. Add the dye material and mix them well if colored E1 emulsion is needed. 

4. Use them after leaving more than eight hours to de-bubble. 

 

Coating: Coat the sensitized E2 emulsion onto the screen by automatic machine or by hand. 

1. Clean the screen by cleaner before coating. 

2. Stand the screen vertically. 

3. Coat once or twice from bottom to top before drying them. 

4. Turn the screen upside down, especially when the screen is coated by hand, to coat it evenly. 

5. Repeat the coating and drying processes two or three times on the side of screen up to the thickness you 

need. 

 



Drying: Dry the coated screen in temperature not higher than 40℃ for 15-20 minutes. 

After drying, the screen should be kept in a cool and dark room. 

 

Exposure: Before production use, determine the correct exposure time for your work through 

experimentation. 

 

(Reference data) 

Screen Polyester, yellow, 250 mesh/100T Polyester, white, 250 mesh/100T 

Thickness of emulsion 10 μm 50 μm 

Distance from light 100 cm same 

UV Light 4 kW High pressure mercury lamp 3 kW Metal halide lamp 

Exposure Time 90 sec. 40 sec. 

 

Development: Immerse the exposed screen in water for a few minutes, wash it out with a low-pressure 

spray of water, and then dry it. 

Re-exposure after developing and drying makes screen emulsion stronger. 

 

3. Material Safety Data Sheet (MSDS) 

 

Material safety data sheet (MSDS) of E2 is available on request. 

 

The above information and statements are unsolicited. Izawa Pigment Co., Ltd. provides them to promote its 

products. The above information and statements are also believed to be accurate at the time of publication 

under their laboratory conditions. Use of them is at the sole discretion of the user and Izawa Pigment Co. Ltd. 

does not give any warranty with respect to any test results. In no event shall Izawa Pigment Co., Ltd. be 

liable for any direct, indirect, special, incidental, or consequential damages arising out of the use of the above 

information.  


