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TC1     Cover coat Thinner 

 

1. General Information 

 

TC1 is a thinner for cover coat. 

  

2. Technical and Application Data 

 

Composition Aromatic naphtha 

Appearance Transparent liquid 

Gravity 0.88 

Flash point 47℃ 

Hazard classification Flammable, non dangerous goods 

 

Use 

 

We recommend adding less than 10% of TC1 when diluting cover coat. 

 

Attention on handling 

 

Wear mask and gloves to avoid any effects of the solution or the residue. 

Wash thoroughly with water and soap, when the solution or residues comes in contact with the skin, etc. 

Get medical examination by doctor, if the solution or residue comes in contact with the eye, but first wash the 

eye thoroughly with water.  

 

Storage  

Store in a dry place and away from excessive heat and sources of ignition.  

Avoid direct sunlight. Keep material away from electrostatic charge.  

 

3. Material Safety Data Sheet (MSDS) 

 

Material safety data sheet (MSDS) of TC1 is available on request. 



 

The above information and statements are unsolicited. Izawa Pigment Co., Ltd. provides them to promote its 

products. The above information and statements are also believed to be accurate at the time of publication 

under their laboratory conditions. Use of them is at the sole discretion of the user and Izawa Pigment Co. Ltd. 

does not give any warranty with respect to any test results. In no event shall Izawa Pigment Co., Ltd. be 

liable for any direct, indirect, special, incidental, or consequential damages arising out of the use of the above 

information.  

 


